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A Comprehensive
 Range of

Precision Outdoor LED 
Luminaires



•	8 available sizes. RGBW, RGBA, Hybrid  
Variable White and Fixed White versions

•	9°, 25°, or 35° optics. Interior or exterior  
precision diffusion options

•	Excellent lumens per Watt values. Smooth,  
even field

•	Consistent, heavily saturated colours. Precise,  
pure whites

•	Exclusive DoP (Data over Power) technology, 
simplifies wiring of multiple fixtures, limits  
inrush current

•	Compact, rugged aluminium IP67 housings.   
Salt air-rated Hurricane-rated. High heat-rated.   
Daily snow/melt/freeze-rated. Vibration-rated 

•	Bridge Mount and Armoured Cable options

•	Extensive durable mounting options and  
available accessories

•	Built to last!



ARCHITECTURAL 1X1 
RGBW

1X1  
RGBA

1X4 
RGBW

1X4 
RGBA

1X8 
RGBW

1X8 
RGBA

1X16 
RGBW

1X16 
RGBA

Light Sources 1x Osram OSTAR Stage 4x Osram OSTAR Stage 8x Osram OSTAR Stage 16x Osram OSTAR Stage

Number of LEDs 1 4 8 16

Number of Individually Controllable 
Segments “Pixels” 1 1 2 4

Colours Red, Green, 
Blue, White

Red, Green, 
Blue, Amber

Red, Green, 
Blue, White

Red, Green, 
Blue, Amber

Red, Green, 
Blue, White

Red, Green, 
Blue, Amber

Red, Green, 
Blue, White

Red, Green, 
Blue, Amber

CCT 6500K (White LEDs only)

CRI >80 >90 >80 >90 >80 >90 >80 >90

Front Lens Material Scratch-resistant tempered glass, impact rating IK07.

Beam Spread 9°, 25°, 35°

Lumen Output 500 2000 4000 8000

Refresh Rate 1200 Hz

Intensity Control 16 bit

Control DMX512 with RDM over DoP*

Control Channels 4 4 8 16

Operating Temperature -20 to +50 °C [-4 to +122 °F], Heat tested up to 70 °C, freeze tested.

Cooling Passive

Mains Power 100-277 VAC 50/60 Hz

DoP Cabling Type H07RN-F 5G1, 
3.048 m length, bare end.** 

Type H07RN-F 5G1, 
3.048 m length, bare end.**

Type H07RN-F 5G1, 
3.048 m length, bare end.**

Type H07RN-F 5G1, 
3.048 m length, bare end.**

Nominal Power Consumption 12 W 50 W 100 W 200 W

Idle Power Consumption [120 V, 60 Hz] TBA 2.0 W 5.3 W 10.5 W

Idle Power Consumption [230 V, 50 Hz] TBA 2.2 W 5.0 W 10.0 W

Idle Power Consumption [277 V, 60 Hz] TBA 2.2 W 5.1 W 10.0 W

Max Power Consumption [120 V, 60 Hz] TBA 58 W 110 W 222 W

Max Power Consumption [230 V, 50 Hz] TBA 57 W 110 W 221 W

Max Power Consumption [277 V, 60 Hz] TBA 58 W 110 W 221 W

Power Factor [100 V, 60 Hz] TBA 0.98 0.98 0.98

Power Factor [230 V, 50 Hz] TBA 0.82 0.91 0.92

Power Factor [277 V, 60 Hz] TBA 0.69 0.83 0.84

Housing Aluminium Extrusion

Housing Colour White (RAL9003), Gray (RAL9006), Black (RAL9005), Custom colours available.

Certifications CE CE, cCSAus CE, cCSAus CE, cCSAus

Environmental Ratings IP67, Salt spray rated, Cat5 Hurricane rated, Can be Bridge rated or Boat rated by special order.

H x W x L (fixture body only) 140 x 99 x 98 mm
[5.5 x 3.9 x 3.86 in]

140 x 99 x 250 mm
5.5 x 3.9 x 9.84 in]

140 x 99 x 500 mm
[5.5 x 3.9 x 19.68 in]

140 x 99 x 1000 mm
[5.5 x 3.9 x 39.37 in]

Weight 3.5 lb [1.6 kg] 6.83 lb [3.1 kg] 11.9 lb [5.4 kg] 24.7 lb [11.2 kg]

* DoP – Data over Power. Power and DMX/RDM data are combined in one 5-core cable, simplifying installation. Requires external DoP Injector. 
** Armoured cable by special order.

RGBW/RGBA
LED 1X
INLINE
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ARCHITECTURAL 2X2 
RGBW

2X2 
RGBA

2X5 
RGBW

2X5 
RGBA

2X10 
RGBW

2X10 
RGBA

2X15 
RGBW

2X15 
RGBA

Light Sources 4x Osram OSTAR Stage 10x Osram OSTAR Stage 20x Osram OSTAR Stage 30x Osram OSTAR Stage

Number of LEDs 4 10 20 30

Number of Individually Controllable 
Segments “Pixels” 1 1 2 3

Colours Red, Green, 
Blue, White

Red, Green, 
Blue, Amber

Red, Green, 
Blue, White

Red, Green, 
Blue, Amber

Red, Green, 
Blue, White

Red, Green, 
Blue, Amber

Red, Green, 
Blue, White

Red, Green, 
Blue, Amber

CCT 6500K (White LEDs only)

CRI >80 >90 >80 >90 >80 >90 >80 >90

Front Lens Material Scratch-resistant tempered glass, impact rating IK07.

Beam Spread 9°, 25°, 35°

Lumen Output 2000 5000 10000 15000

Refresh Rate 1200 Hz

Intensity Control 16 bit

Control DMX512 with RDM over DoP*

Control Channels 4 4 8 12

Operating Temperature -20 to +50 °C [-4 to +122 °F], Heat tested up to 70 °C, freeze tested.

Cooling Passive

Mains Power 100-277 VAC 50/60 Hz

DoP Cabling Type H07RN-F 5G1, 
3.048 m length, bare end.** 

Type H07RN-F 5G1, 
3.048 m length, bare end.**

Type H07RN-F 5G1, 
3.048 m length, bare end.**

Type H07RN-F 5G1, 
3.048 m length, bare end.**

Nominal Power Consumption 40 W 100 W 200 W 300 W

Idle Power Consumption [120 V, 60 Hz] TBA 7.5 W 9.2 W 8.1 W

Idle Power Consumption [230 V, 50 Hz] TBA 7.0 W 8.6 W 7.5 W

Idle Power Consumption [277 V, 60 Hz] TBA 6.9 W 7.5 W 7.0 W

Max Power Consumption [120 V, 60 Hz] TBA 130 W 266 W 403 W

Max Power Consumption [230 V, 50 Hz] TBA 130 W 259 W 392 W

Max Power Consumption [277 V, 60 Hz] TBA 129 W 256 W 390 W

Power Factor [100 V, 60 Hz] TBA 0.99 0.99 0.99

Power Factor [230 V, 50 Hz] TBA 0.88 0.97 0.99

Power Factor [277 V, 60 Hz] TBA 0.83 0.92 0.98

Housing Aluminium Extrusion

Housing Colour White (RAL9003), Gray (RAL9006), Black (RAL9005), Custom colours available

Certifications CE CE, cCSAus CE, cCSAus CE, cCSAus

Environmental Ratings IP67, Salt spray rated, Cat5 Hurricane rated, Can be Bridge rated or Boat rated by special order.

H x W x L (fixture body only) 8.39 x 5.91 x 5.91 in
213 x 150 x 150 mm

8.39 x 5.91 x 11.52 in
213 x 150 x 293 mm

8.39 x 5.91 x 22.34 in
213 x 150 x 568 mm

8.39 x 5.91 x 33.19 in
213 x 150 x 843 mm

Weight 3.6 kg [7.93 lb] 6.6 kg [14.55 lb] 11.4 kg [25.1 lb] 16.5 kg [36.4 lb]

* DoP – Data over Power. Power and DMX/RDM data are combined in one 5-core cable, simplifying installation. Requires external DoP Injector. 
** Armoured cable by special order.

RGBW/RGBA
LED 2X 
INLINE
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ARCHITECTURAL   WHITE 1X1  
HYBRID

1X1  
FIXED

1X4  
HYBRID

1X4 
FIXED

1X8  
HYBRID

1X8  
FIXED

1X16  
HYBRID

1X16  
FIXED

Light Sources 4x Lumileds LUXEON 16x Lumileds LUXEON 32x Lumileds LUXEON 64x Lumileds LUXEON

Number of LEDs 1 4 8 16

Number of Individually Controllable 
Segments “Pixels” 1 1 2 4

CCT
Variable  
White  

3200-6500K

Fixed  
White*

Variable  
White  

3200-6500K

Fixed  
White*

Variable  
White  

3200-6500K
Fixed White* Variable  White  

3200-6500K
Fixed  

White*

CRI Hybrid, 3000K, and 4000K >80CRI. 5700K and 6500K >70CRI. >90 CRI special order

Front Lens Material Scratch-resistant tempered glass, impact rating IK07.

Beam Spread 9°, 25°, 35°

Lumen Output 960 850-1000 3900 3500-4100 7800 7100-8300 15600 14300-16500

Refresh Rate 1200 Hz

Intensity Control 16 bit

Control DMX512 with RDM over DoP**

Control Channels 2 1 2 1 4 2 8 4

Operating Temperature -20 to +50 °C [-4 to +122 °F], Heat tested up to 70 °C, freeze tested.

Cooling Passive

Mains Power 100-277 VAC 50/60 Hz

DoP Cabling Type H07RN-F 5G1, 
3.048 m length, bare end.*** 

Type H07RN-F 5G1, 
3.048 m length, bare end.***

Type H07RN-F 5G1, 
3.048 m length, bare end.***

Type H07RN-F 5G1, 
3.048 m length, bare end.***

Nominal Power Consumption 12 W 10 W 50 W 50 W 100 W 100 W 200 W 200 W

Idle Power Consumption [120 V, 60 Hz] TBA TBA 2.0 W 2.0 W 5.3 W 5.3 W 10.5 W 10.5 W

Idle Power Consumption [230 V, 50 Hz] TBA TBA 2.2 W 2.2 W 5.0 W 5.0 W 10.0 W 10.0 W

Idle Power Consumption [277 V, 60 Hz] TBA TBA 2.2 W 2.2 W 5.1 W 5.1 W 10.0 W 10.0 W

Max Power Consumption [120 V, 60 Hz] TBA TBA 58 W 58 W 110 W 110 W 222 W 222 W

Max Power Consumption [230 V, 50 Hz] TBA TBA 57 W 57 W 110 W 110 W 221 W 221 W

Max Power Consumption [277 V, 60 Hz] TBA TBA 58 W 58 W 110 W 110 W 221 W 221 W

Power Factor [100 V, 60 Hz] TBA TBA 0.98 0.98 0.98 0.98 0.98 0.98

Power Factor [230 V, 50 Hz] TBA TBA 0.82 0.82 0.91 0.91 0.92 0.92

Power Factor [277 V, 60 Hz] TBA TBA 0.69 0.69 0.83 0.83 0.84 0.84

Housing Aluminium Extrusion

Housing Colour White (RAL9003), Gray (RAL9006), Black (RAL9005), Custom colours available

Certifications CE CE, cCSAus CE, cCSAus CE, cCSAus

Environmental Ratings IP67, Salt spray rated, Cat5 Hurricane rated, Can be Bridge rated or Boat rated by special order.

H x W x L (fixture body only) 140 x 99 x 98 mm
[5.5 x 3.9 x 3.86 in]

140 x 99 x 250 mm
[5.5 x 3.9 x 9.84 in]

140 x 99 x 500 mm
[5.5 x 3.9 x 19.68 in]

140 x 99 x 1000 mm
[5.5 x 3.9 x 39.37 in]

Weight 3.5 lb [1.6 kg] 6.83 lb [3.1 kg] 11.9 lb [5.4 kg] 24.7 lb [11.2 kg]

*3000K, 4000K, 5700K or 6500K colour temperature selected at time of order.
** DoP – Data over Power. Power and DMX/RDM data are combined in one 5-core cable, simplifying installation. Requires external DoP Injector. 
*** Armoured cable by special order.

WHITE
LED 1X
INLINE
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ARCHITECTURAL   WHITE 2X2  
HYBRID

2X2  
FIXED

2X5  
HYBRID

2X5  
FIXED

2X10  
HYBRID

2X10  
FIXED

2X15  
HYBRID

2X15  
FIXED

Light Sources 16x Lumileds LUXEON 40x Lumileds LUXEON 80x Lumileds LUXEON 120x Lumileds LUXEON

Number of LEDs 4 10 20 30

Number of Individually Controllable 
Segments “Pixels” 1 1 2 3

CCT
Variable  
White  

3200-6500K

Fixed  
White*

Variable  
White  

3200-6500K

Fixed  
White*

Variable  
White  

3200-6500K

Fixed  
White*

Variable  
White  

3200-6500K

Fixed  
White*

CRI Hybrid, 3000K, and 4000K >80CRI. 5700K and 6500K >70CRI. >90 CRI special order

Front Lens Material Scratch-resistant tempered glass, impact rating IK07.

Beam Spread 9°, 25°, 35°

Lumen Output 3900 3500-4100 9750 8900-10300 19500 17900-20700 29250 26900-31100

Refresh Rate 1200 Hz

Intensity Control 16 bit

Control DMX512 with RDM over DoP**

Control Channels 2 1 2 1 4 2 6 3

Operating Temperature -20 to +50 °C [-4 to +122 °F], Heat tested up to 70 °C, freeze tested.

Cooling Passive

Mains Power 100-277 VAC 50/60 Hz

DoP Cabling Type H07RN-F 5G1, 
3.048 m length, bare end.*** 

Type H07RN-F 5G1, 
3.048 m length, bare end.***

Type H07RN-F 5G1, 
3.048 m length, bare end.***

Type H07RN-F 5G1, 
3.048 m length, bare end.***

Nominal Power Consumption 40 W 40 W 100 W 100 W 200 W 200 W 300 W 300 W

Idle Power Consumption [120 V, 60 Hz] TBA TBA 7.5 W 7.5 W 9.2 W 9.2 W 8.1 W 8.1 W

Idle Power Consumption [230 V, 50 Hz] TBA TBA 7.0 W 7.0 W 8.6 W 8.6 W 7.5 W 7.5 W

Idle Power Consumption [277 V, 60 Hz] TBA TBA 6.9 W 6.9 W 7.5 W 7.5 W 7.0 W 7.0 W

Max Power Consumption [120 V, 60 Hz] TBA TBA 130 W 130 W 266 W 266 W 403 W 403 W

Max Power Consumption [230 V, 50 Hz] TBA TBA 130 W 130 W 259 W 259 W 392 W 392 W

Max Power Consumption [277 V, 60 Hz] TBA TBA 129 W 129 W 256 W 256 W 390 W 390 W

Power Factor [100 V, 60 Hz] TBA TBA 0.99 0.99 0.99 0.99 0.99 0.99

Power Factor [230 V, 50 Hz] TBA TBA 0.88 0.88 0.97 0.97 0.99 0.99

Power Factor [277 V, 60 Hz] TBA TBA 0.83 0.83 0.92 0.92 0.98 0.98

Housing Aluminium Extrusion

Housing Colour White (RAL9003), Gray (RAL9006), Black (RAL9005), Custom colours available

Certifications CE CE, cCSAus CE, cCSAus CE, cCSAus

Environmental Ratings IP67, Salt spray rated, Cat5 Hurricane rated, Can be Bridge rated or Boat rated by special order.

H x W x L (fixture body only) 213 x 150 x 150 mm
[8.39 x 5.91 x 5.91 in]

213 x 150 x 293 mm
[8.39 x 5.91 x 11.52 in]

213 x 150 x 568 mm
[8.39 x 5.91 x 22.34 in]

213 x 150 x 843 mm
[8.39 x 5.91 x 33.19 in]

Weight 3.6 kg [7.93 lb] 6.6 kg [14.55 lb] 11.4 kg [25.1 lb] 16.5 kg [36.4 lb]

*3000K, 4000K, 5700K or 6500K colour temperature selected at time of order.
** DoP – Data over Power. Power and DMX/RDM data are combined in one 5-core cable, simplifying installation. Requires external DoP Injector.
*** Armoured cable by special order.

WHITE 
LED 2X 
INLINE
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Wall Mount Fixed 180 Degree

Fixed Mount 90 Degree

Double Adjustable Mount

LED 
OUTDOOR
ARCHITECTURAL

MODEL

101 1x1

104 1x4

108 1x8

116 1x16

202 2X2

205 2X5

210 2x10

215 2x15

COLOR

CLR Color RGBW

CLA Color RGBA

HBW Hybrid White

30K 3000K White

40K 4000K White

57K 5700K White

65K 6500K White

FINISH

B Black (RAL 9005)

G Grey (RAL 9006)

W White (RAL 9003)

C Custom

LENSING

1 9° Lenses

2 25° Lenses

3 35° Lenses

SUE Solaris Urban Lux
EU Version 

FIXTURE ORDERING CODE EXAMPLE

ADAPTER

A Wall Mount - 6”

B Wall Mount - 12"

C U-bolt Kit 60mm*

D U-bolt Kit 76mm*

E U-bolt Kit 89mm*

F U-bolt Kit 114mm*

G 2” Pole Adapter*

H 4” Pole Adapter*

X Custom

0 No Adapter

* Can be used with Adjustable Yoke only

MOUNTING

A Fixed Mount 180°

B Fixed Mount 90°

C Universal Adjustable Mount

D Adjustable Yoke

E Double Fixture Adjustable Yoke [2x5, 1x4 only]

F Triple Fixture Adjustable Yoke [1x4 only]

X Custom

0 No Mount

FILTER (Optional)

0 No Filter

A 10x30 Filter

B 30x10 Filter

C 10x60 Filter

D 60x10 Filter

E 10x90 Filter

F 90x10 Filter

G 30x30 Filter

H 30x60 Filter

I 60x60 Filter

J 80x80 Filter

SUE CLR 215 3 B D A 0

Rudolf Burgstaller
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Connections

DMX/RDM PTB pluggable terimnal block(30 to 14AWG)

Power In Screwdriver-actuated CAGE CLAMP® connection (28 to 12AWG)

UrbanLux Output Screwdriver-actuated CAGE CLAMP® connection (28 to 12AWG)

Control

DMX Yes

RDM Yes

Art-Net No

sACN No

Addressing via RDM

Firmware Update via DMX link

Electrical

Voltage Output 100VAC to 277VAC (50/60 hz)

Power Consumption

1300W max @ 100VAC
1560W max @ 120VAC
3120W max @ 240VAC
3600W max @ 277VAC

Inrush Current <40A

Fuse External 16A max (not provided)

Environment

Operating Tempurature -25°C to 50°C [-4°F to +122°F]

Protection Rating IP30

Technical Specs

Physical

Length 180 mm [7.1 inch]

Width 90 mm [3.6 inch]

Height 67 mm [2.6 inch]

Weight 0.4kg  [0.88 lbs]

Color Black

Enclosure Impact-resistant polycarbonate

Mounting to surface with 4 x M4 screws

DoP Injector
The UrbanLux DoP Injector combines a 16A power circuit with  

DMX512/RDM data to power and control multiple UrbanLux fixtures over 
a single H07 5X1.0 mm2 cable for simple, clean, hassle-free wiring.

 
MAX cable length from DoP Injector to farthest unit ≤ ~1000 feet (300 m).
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Ordering Codes
UrbanColor Very Narrow RGBW cCSAus SUNCLRVN

UrbanColor Very Narrow RGBA cCSAus SUNCLAVN

UrbanWhite 3000K Very Narrow cCSAus SUN30KVN

UrbanWhite 4000K Very Narrow cCSAus SUN40KVN

UrbanWhite 5700K Very Narrow cCSAus SUN57KVN

UrbanWhite 6500K Very Narrow cCSAus SUN65KVN

UrbanWhite Hybrid Very Narrow cCSAus SUNHWVN

UrbanColor Very Narrow RGBW CE SUELCRVN

UrbanColor Very Narrow RGBA CE SUECLAVN

UrbanWhite 3000K Very Narrow CE SUE30KVN

UrbanWhite 4000K Very Narrow CE SUE40KVN

UrbanWhite 5700K Very Narrow CE SUE57KVN

UrbanWhite 6500K Very Narrow CE SUE65KVN

UrbanWhite Hybrid Very Narrow CE SUEHWVN

DoP Injector Single Output SUDOPI1

DoP Injector Single Output Din Rail Mount SUDOPI1DIN
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